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Sincere warm greetings to our loyal clients, and potential clients: 
 

MegaMet's® completion of our second decade of Manufacturing Quality Specialty and Custom Hollow 
Metal is here (year # 23). We have continued to grow each and every year, even through the great 
recession years. Our sales are exclusive with our very loyal Distribution network sending in enviable 
projects, from all over the Americas', overseas, and from every corner of our great country. Because 
of our quick lead-times, we can reduce our Distributors' inventory to the absolute minimum and our 
Distributors are not required to carry any level of MegaMet® inventory. To accomplish this, we 
continue to invest in technology and modern equipment, as well as continue to add team members 
with "Lean" manufacturing disciplines. We have recently invested over $ 350,000 in our new door 
line, which boasts the most advanced Forming and Resistance Welding Technology. MegaMet® has 
long been a leading supplier in the Custom Hollow Metal Door and Frame market. This segment of 
accelerated delivery of our doors and frames still gives us great opportunities for growth. The 
brightest horizons, however, are that we continued to develop our Specialty Door product lines, and 
from 2007 through 2018, we've enjoyed an explosion in growth with our Specialty Door product lines, 
including our Acoustical, Blast, Ballistic and now our EMI/RFI Shielded Doors. Please, click-on 
any Blue Hyperlink text below for more detailed information – Thank You All very much!! 

Our MegaSonic® line featuring the very “Green” Models 1A, 2A, 3A, and 4A ranging from STC 37 to 
STC 56. The Model 2A’s unique design allows it to swing on standard heavyweight hinges and 
requires only an ADA threshold and concealed Gasketing with no mechanical door bottom to achieve 
an STC 52. 

And Introducing our Cam-lift Models 3A (STC 53 1-3/4” Door), and 4A (STC 56 2-1/4” Door), that 
features an integral adjustable and removable bottom door section that’s concealed!! This 
patent-pending exclusive feature allows for bottom seal removal, in-the-field without having to take 
the door down! Model 3A and 4A Cut Sheets 

Our latest addition to our offerings are the MegaFreq® EMI/RFI resistant assemblies. Two models 
to chose from, 40-60dB or 60-100dB of attenuation, this 
performance was proven using the latest IEEE-299 test standards across the 10kHZ through 10GHz 
spectrums. Hybrid STC-EMI/RFI Shielded Sound Doors are available using the same great user-
friendly adjustable, removable door bottom used in our STC Doors. 

"SCIF" = Sensitive Compartmented Information Facility - Department of Defense term for 
"Secure Room".MegaMet's ICD 705 compliant assemblies EQUALS most secure SCIF 
package. MegaMet offers many ICD 705 certified hardware packages, all installed at our American 
factory, located in The-Heart-of-Dixie. Hybrid MegaSonic and MegaFreq Shielded (up to 100dB), and 
Sound rated (up to STC 56) Doors, for SCIF assemblies are approved for "Sound Groups" 3 and 4. 
Packages include the MegaDoor and MegaFlex Split Frame with Hinges, Closer, Locking Device, 
EPT, Mag. Switch, Threshold, and Seal systems. Standard Door Sizes in 2" increments and up to 4'0 
x 8'0, with Fire Ratings available of up to 3 Hours!  

Our MegaSafe® Bullet Resistant assemblies are UL-752 approved for up to Ballistic Level 8. We 
also are offering Hybrid Acoustical, Ballistic, Blast combination technology assemblies. 
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Our MegaSafe® Bullet Resistant assemblies are UL-752 approved for up to Ballistic Level 8. We 
also are offering Hybrid Acoustical, Ballistic, Blast combination technology assemblies. 

 
Our MegaBlast® Doors and Frames are designed to resist exterior Dynamic load pressures of UFC 
4-010-01 DoD Antiterrorism Standards and comply with fabrication requirements of ASTM 2247-11, 
Category or Level of Protection as certified while demonstrating compliance with ASTM E1300, 
F1642, F2247, F2248, F2912, and F2927. Charge Weight 2 with a Stand-off Distance of 86’ feet, 
Category II is our Minimum Grade, and Credentials for up to Stand-off distance as close as 26’. 

 
Our “D” Door is our MegaDoor® and is the new Standard for Commercial Grade Hollow Metal 
Doors certified equal to NAAMM’s 861 Door and has passed Twist, Slam, Crush, tests and Large 
Missile Impact tests, as well as, passed an industry high 4,000,000 cycle test. 

 
Our MegaGard® is a 2” thick 12 Gauge Detention Door passed 850 pendulum ram impacts @ 200 ft- 
lbs from the push side, 14,000 pounds of static loads with less than ½” of deflection. 

 
We can fill your need for less common heavily engineered Over-sized products, like huge Sliding 
Doors and Segmented (Chorded) or Radius Arch Top Frames. 

 
Our Mega-SS® Stainless Steel Door recently passed several UL Fire tests. 

 
Our MegaStorm®  assembly offerings continue to multiply. Our wide variety of Sidelights and 
Transom frames carry the latest HVHZ and Large Missile impact approval from Florida Building 
Commission’s 2010 standards. 

 
Now our MegaStorm® line includes FEMA 361 Tornado resistant Doors and holds verification of 
FEMA approved construction by an independent Structural PE and our Certification of Construction 
Compliance by MegaMet® Industries. 

 
Our main commitment to you is to stay up to date with our products and services. MegaMet® is an 
active member of NAAMM and the HMMA’s Technical Committee by contributing time and input to 
our industry standards such as HMMA’s new 865-13 Sound Control Standard and 850-14 Fire 
Rated Hollow Metal Doors and Frames. 

 
We look forward to these opportunities and to earning your business. We thank you for your time 
and your consideration. 

 
Kind regards, 

 
Edward Wall, JR - President 
205-322-7700 
205-322-4600=fax 
www.megametusa.com 
ewalljr@megametUSA.com 
Manufacturing: 
Acoustical, Ballistic, Blast, Detention, EMI/RFI, Oversized, Radius, Security, Stainless, Veneered, 
Windstorm, and X-ray Steel Doors and Frames 
MegaMet STC Door Installation Video 

http://www.megametusa.com/
http://www.megametusa.com/products/megasafe-ballistic-door/
http://www.megametusa.com/docs/BALLISTIC%20Binder.pdf
http://www.megametusa.com/products/megablast-pressure-door/
http://www.megametusa.com/docs/blast/08%2039%2053%20MegaBlast%20spec%206-19-2013.pdf
http://www.megametusa.com/images/catalogImages/assemblyDetail.jpg
http://www.megametusa.com/products/megadoor/
http://www.megametusa.com/products/megagard-detention-door/
http://www.megametusa.com/products/megarad-radius-series-door/
http://www.megametusa.com/products/megadoor-stainless-steel-door/
http://www.megametusa.com/products/megastorm-hurricane-door/
http://www.megametusa.com/storm.aspx
http://www.megametusa.com/media/1167/fema361.pdf
https://www.naamm.org/content/uploads/products/hmma_865-13.pdf
https://www.naamm.org/content/uploads/products/hmma_850-14.pdf
https://www.naamm.org/content/uploads/products/hmma_850-14.pdf
http://www.megametusa.com/
mailto:ewalljr@megametUSA.com
http://megametusa.com/stcdoorinstallation.aspx
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MEGA DOOR 
 

For Maximum Security & Life-Cycle Performance buy the MegaDoor Proudly Made in the 

Heart-of-Dixie USA 
 
 
 
 

● Full Perimeter 14-gage Channels with extra-long legs not only welded to Door 

Skins with Resistance Bridge Welder but also Seam-welded with Mig-gun 

● True 7-gage Hinge Reinforcements not only Projection-welded but also Mig- 

welded by-hand to the Perimeter 14-gage Channel 

● Hardy 18-gage (not 22-gage) Vertical Hat-section Stiffener Spot-welded and 

Epoxy-glued to Door Skins with all voids Insulated 

● Dense Polystyrene and Rockwool Insulation for superior R-value and U-factor 
 

● Welded Seamless edges 
 

● Beveled Lock edge 
 

● Galvannealed 16-gage Door Skins 
 

● Hinge Reinforcement is Engraved by-computer with Door-number you design or 

is imported directly from the Door Schedule 

● Flush Top Channel and Inverted Bottom Channel with Weep holes 
 

● Only MegaMet’s Quality Control includes Digital images of each Door Core and 

also the Finished Product showing Critical Dimensions, Handing and Face 

Flatness, these images are stored forever 

● Door Skins are hand finished with orbital sanders 
 

● Superior Rust-inhibiting Primer applied with care 
 

● Two-year Warranty instead of One-year 
 

● MegaMet’s Customer Service that surpasses your greatest expectations 

http://www.megametusa.com/
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SINGLE RIB “N” DOOR ASSEMBLY DETAILS 
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STEEL RIBBED DOOR 
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DOOR TYPES 
 
 

POLYSTYRENE CORE 
 

 
Doors come 
with welded 
seamless 
edges 
Standard 

Flush top is 
standard / 
Inverted top 
on request 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Insulating Polystyrene Core 
Your choice of door skin gauges and your choice of steel types: 
18ga, 16ga, 14ga, 12ga or 10ga with CRS, A60, G90, or Stainless Steel # 304 or # 316 

 
1-3/8”, 1-3/4” or Custom Thickness, UL’s Fire Rated Labels 
Min. Sound Transmission (STC) ~ 30 
Max. Sound Transmission (STC) ~ 37 
Max. Thermal “R” Value ~ 5.5 
Max. “U” Factor ~ 0.2 

 
Square or Beveled Edge choices: 
Welded Smooth Seamless Vertical Edges Standard, Stitch or Continuously Welded 

Solid Core, Single Rib, or Multiple Ribbed, Core Constructions 

http://www.megametusa.com/
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POLYURETHANE CORE 
 
 
 
 
 

Doors come 
with welded 
seamless 
edges 
Standard 

 
 
 

Flush top is 
standard / 
Inverted top 
on request 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Insulating Urethane Core 
Your choice of door skin gauges and your choice of steel types: 
18ga, 16ga, 14ga, 12ga or 10ga with CRS, A60, G90, or Stainless Steel # 304 or # 316 

 
1-3/8”, 1-3/4” or Custom Thickness, UL’s Fire Rated Labels 
Min. Sound Transmission (STC) ~ 29 
Max. Thermal “R” Value ~ 13 
Max. “U” Factor ~ 0.075 

 
Square or Beveled Edge choices: 
Welded Smooth Seamless Vertical Edges Standard, Stitch or Continuously Welded 

Solid Core, Single Rib, or Multiple Ribbed, Core Constructions 

http://www.megametusa.com/
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HONEY-COMB CORE 
 
 
 
 
 

Doors come 
with welded 
seamless 
edges 
Standard 

 
 
 
 

Flush top is 
standard / 
Inverted top 
on request 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Honey-Comb Core 
Your choice of door skin gauges and your choice of steel types: 

18ga, 16ga, 14ga, 12ga or 10ga with CRS, A60, G90, or Stainless Steel # 304 or # 316 
 

1-3/8”, 1-3/4” or Custom Thickness, UL’s Fire Rated Labels 
Min. Sound Transmission (STC) ~ 31 
Max. Thermal “R” Value ~ 2.0 
Max. “U” Factor ~ 0.41 

 
Square or Beveled Edges choices: 

Welded Smooth Seamless Vertical Edges Standard, Stitch or Continuously Welded 

Solid Core, Single Rib, or Multiple Ribbed, Core Constructions 

http://www.megametusa.com/
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TEMPERATURE RISE CORE 
 

 
 
 
 
 

Doors come 
with welded 
seamless 
edges 
Standard 

 

 
 
 
 

Flush top is 
standard / 
Inverted top 
on request 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

Mineral Core 

Your choice of door skin gauges and your choice of steel types: 

18ga, 16ga, 14ga, 12ga or 10ga with CRS, A60, G90, or Stainless Steel # 304 or # 316 
 
 

1-3/8”, 1-3/4” or Custom Thickness, UL’s Fire Rated Labels 

Temperature Rise Rating Labeled 

Min. Sound Transmission (STC) ~ 32 

Max. Thermal “R” Value ~ 4.0 

Max. “U” Factor ~ 0.28 
 
 

Square or Beveled Edge choices: 

Welded Smooth Seamless Vertical Edges Standard, Stitch or Continuously Welded 
 

 

Solid Core only for rated openings, Single Rib, or Multiple Ribbed, Core Constructions 

http://www.megametusa.com/
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LOUVERS & LITES 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Your choice of a Low Profile screw mounted Light Kit or our Custom 

Concealed Molding Flush type Light Kit, or Cut Out only, for Lights and/or Louvers 

Your choice of core types: Polystyrene, Urethane, Honeycomb or Temperature Rise 

Your choice of door skin gauges and your choice of steel types: 

18ga, 16ga, 14ga, 12ga or 10ga with CRS, A60, G90, or 

Stainless Steel # 304 or # 316 with #4 finishes 
 

 

1-38 1-3/4” or Custom Thickness 

UL’s Fire Rated Labeled 

Square or Beveled Edges choices: 

Welded Smooth Seamless Vertical Edges Standard, Stitch or Continuously Welded 
 

 

Solid Core, Single Rib, or Multiple Ribbed, Core Constructions 

http://www.megametusa.com/


 

DUTCH DOOR 
 
 
 
 
 

Doors come 
with welded 
seamless 
edges 
Standard 

Flush top is 
standard / 
Inverted top 
on request 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Polystyrene, Urethane, Honeycomb or Temperature Rise Core choices 

Your choice of door skin gauges and your choice of steel types: 

18ga, 16ga, 14ga, 12ga or 10ga with CRS, A60, G90, or Stainless Steel # 304 or # 316 

1-3/8”, 1-3/4” or Custom Thickness 

UL’s Fire Rated Labeled 
 
 

Square or Beveled Edge choices: 

Welded Smooth Seamless Vertical Edges Standard, Stitch or Continuously Welded 
 

 

Solid Core, Single Rib, or Multiple Ribbed, Core Constructions 
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Mega-Sonic Acoustical Sound Control 

Doors & Windows 
 
 

Doors come 
with welded 
seamless 
edges 

Standard Flush top is 
standard / 
Inverted top 
on request 

 
 
 
 
 
 
 
 
 
 
 
 

STC Sound Control Door Assemblies are designed to limit the transmission of 

sound or objectionable noise, from outside of the room. The two methods of rating are 

Sound Transmission Class (STC) or Sound Transmission Loss (STL). 

MegaMet's proprietary assemblies were tested in accordance with ASTM E-90 
and achieved up to STC-56, using the rating system established in ASTM E-413. An 
extensive variety of door, frame, and gasket combinations were tested in order to 
maximize choices of performance levels. 

MegaMet’s STC Door Sound Control Assemblies (Models 3A and 4A), consists 
of the door, frame, perimeter seals, gasketing, cam-lift hinges and threshold. Door 
bottom options include, our exclusive integral, adjustable, and best of all, removable 
(without having to take door down). This door bottom is also concealed for a much more 
appealing look. We also offer Models 1A with H.W. 4-1/2" butts (x3, by-others) and 2A, 
with H.W. 5" butts (x4, by-others), for a "level swing" design, which includes an ADA 
approved threshold. Locks, butt hinges, door closure, and all other hardware are by our 
distributors. Hardware recommendations are contained in SDI-128 and HMMA 865, 
“Guide Specifications for Sound Control Hollow Metal Doors and Frames". 

Our mid-range STC units proudly exceed the 30 to 42 ratings from ANSI S12.60- 
2002 required by "LEED 2009 For Schools" (IEQ Credit 9) and greatly exceed the 
minimum recycled content (by weight) of all other LEED 2009 publications. 

http://www.megametusa.com/
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MegaFreq RFI/EMI Shielded Door 
EMI/RFI up to 100dB Attenuation and up to STC 56 Acoustical Sound Control Doors 

 

 
 

Doors come 
with welded 
seamless 
edges 
Standard 

 
 
 
 

Flush top is 
standard / 
Inverted top 
on request 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

EMI/RFI resistant - either 60dB or 100 dB of attenuation from 10 kHz to 10 GHz 
frequency spectrums this performance was proven using the latest IEEE-299 test 
standards across the 10kHZ through 10GHz spectrum. 

Our MegaFreq Door also offers optional features from our STC Sound Control 
Door assemblies, which are designed to limit the transmission of sound or objectionable 
noise. MegaMet's proprietary assemblies were tested in accordance with ASTM E-90 
and achieved STC-53, using the rating system established in ASTM E-413. An 
extensive variety of door, frame, and gasket combinations were tested in order to 
maximize choices of performance levels. The MegaFreq assembly consists of the Door, 
with integral adjustable, and removable door bottom (without having to take the door 
down), Cam-lift Hinges, welded-in Stainless Threshold at bottom of Door Frame, 
perimeter seals, and gasketing. The Door Frame includes a welded-in perimeter 
grounding flange that mates with grounding foil in the wall. Locks, door closure, and all 
other hardware are by the client. 

Hybrid versions are available across our extensive Specialty Door product lines, 
like MegaBlast, MegaGard, MegaSafe, MegaStorm, MegaXray, and MegaDoor-SS. So 
Blast resistant up to CWI with a Stand-off Distance as close as 13', Ballistic resistant up 
to UL 752 Level 8, Detention Doors, Tornado, and Hurricane Doors, Lead-lined Doors, 
and Stainless Steel (430), are all available with the potential capability of 60dB or 100dB 
attenuation. 

Hardware recommendations are contained in SDI-128 and HMMA 865, “Guide 
Specifications for Sound Control Hollow Metal Doors and Frames". 

http://www.megametusa.com/


 

 

  

 

  

 

  

 

  

 

 

DYNAMIC LOADING – BLAST DOOR 
 

           
 

Doors come 
with welded 
seamless 
edges 
Standard 

 
 
 
 

Flush top is 
standard / 
Inverted top 
on request 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1. Door Assemblies are designed to resist exterior blast pressures, minimum, Door 

Stiffness: Class 1 per ANSI A250.13 and A250.8, physical performance Level A, 

with welded edges. 

2. Our 4’0 x 8’0 “MegaBlast” Door Assemblies have successfully passed Dynamic 

Pressure Loading of Charge Weight 2 at a Stand Off Distance of 33’ using the 

Single Degree of Freedom Blast Effects Design Spreadsheet sponsored by the 

U.S. Army Corps of Engineers Protective Design Center for UFC 4-010-01 

requirements. This credential also includes glazing options that passed this Blast 

loading to a low level of protection 

3. Acceptable performance of metal doors under blast loading may be demonstrated 

through dynamic testing using the methodology in ASTM F2927 – 2012 

4. Laminated glazing is shown through analysis, and dynamic testing, to meet the 

applicable level of protection and performance requirements in ASTM 2912 – 

2011 by the testing methodology in ASTM F1642 – 2012. 

5. We are certified under positive pressure testing UBC 7-2 and ISO 3008, as well 

as, IBC 2003, NFPA 80, HMMA 861 and we meet or exceed SDI 100 
manufacturing requirements such as Cycle and Twist protocols. 

6. Compliance with forced entry requirements may be demonstrated through testing 

in accordance with DoS SD-STD-01.01, Revision G when required. 
Accepted Engineering Practice 2012, ASTM E1300- 2002, ASTM E1886- 2002, ASTM E1996- 2002, 

ASTM E330- 2002, TAS 201, 202, & 203-1994, ASTM A250 2002. Verified By: Wendell W. Haney, P.E. 54158 

 
 

 
Rev. 06/03/2013  
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STATIC LOADING – BLAST DOOR 
 

           
 

Doors come 
with welded 
seamless 
edges 
Standard 

 
 
 
 

Flush top is 
standard / 
Inverted top 
on request 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1. Door Assemblies are designed to resist exterior blast pressures, minimum, Door 

Stiffness: Class 1 per ANSI A250.13 and A250.8, physical performance Level A, 

with welded edges. 

2. Our 4’0 x 8’0 “MegaBlast” Door Assemblies have successfully passed a peak 

Pressure Loading of 9.1 PSI with a duration of 52 msec using the Single Degree 

of Freedom Blast Effects Design Spreadsheet sponsored by the U.S. Army Corps 

of Engineers Protective Design Center for UFC 4-010-01 requirements. This 

credential includes glazing options that will resist this Blast loading to the 

appropriate level of protection. 

3. Analysis of our “MegaBlast” doors under blast loading is consistent with category 

III damage (Low Level of Protection) as discussed in ASTM F2247 – 2011. 

4. Laminated glazing used in doors is shown to resist blast loading to a medium 

level of protection through static analysis using the 3-second duration load from 

ASTM F2248 – 2012 and the analysis methodology in ASTM E1300 – 2012ae1. 

5. We are certified under positive pressure testing UBC 7-2 and ISO 3008, as well 

as, IBC 2003, NFPA 80, HMMA 861 and we meet or exceed SDI 100 

manufacturing requirements such as Cycle and Twist protocols. 

6. Compliance with forced entry requirements may be demonstrated through testing 

in accordance with DoS SD-STD-01.01, Revision G when required. 

Accepted Engineering Practice 2012, ASTM E1300- 2002, ASTM E1886- 2002, 

ASTM E1996- 2002, ASTM E330- 2002, TAS 201, 202, & 203-1994, ASTM A250 2002 

Verified By: Wendell W. Haney, P.E. 54158 
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BULLET RESISTANT LEVELS 1-8 
 

           
 

Doors come 
with welded 
seamless 
edges 
Standard 

 
 
 
 

Flush top is 
standard / 
Inverted top 
on request 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

16ga or 14ga Stiffeners 
14ga, 12ga & 10ga CRS, A60 or G90 Galv. Construction 
14ga Inner Shield or Custom Inner Layer 
 
1-3/8”, 1-3/4” or Custom Thickness 
UL’s Fire Rated File# BP8003 
Meets UL 752 Requirements 
.44 Magnum Revolvers 
 

Square or Beveled Edge choices: 

Welded Smooth Seamless Vertical Edges Standard, Stitch or 
Continuously Welded 

 

To Use with our 12ga Frames 

Must use Certified Bullet Resistant Glass for Lights 
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MegaGard Detention Door 
Built to Provide the Highest Quality Security in the Justice System 

 

 
 

BASIC DOOR CONSTRUCTION: 
2” thickness. 
14 or 12 gage faces 
12 or 10 gage special shape edge channels. 
12 or 10 gage top & bottom channels with 18 to 14 gage capping channels. 
18 or 16 gage back-to-back stiffeners; webs 4” maximum apart. 
0.6 pcf fiberglass insulation between stiffeners; up to 8.0 pcf Rockwool optional. 
Flush-type glass molding with Angle, Zee, or channel glazing stops. 
Surface or flush mounted lock cover plates. 

 
BASIC FRAME CONSTRUCTION: 
12 or 10 gage with welded corners. 
1 1/4” to 13” faces. 
3” to 13” throat size. 
One or two piece profile. 

 
HARDWARE VARIATIONS: 
Mortise or surface prison hinges. 
Door mounted, jamb mounted, or mortise type prison locks. 
Prison type position switches. 
Prison type flush or surface pulls. 

 
FIRE RATING: 
UL, up to 3-hour single 4-0 X 8-0 only, dependant on hardware used. 
UL SPECIAL PURPOSE Category. 
UL 10b tested; should qualify for UL 10c since it has no combustible insulation or 
adhesives. 

 
STRUCTURAL TESTING (HMMA 863-1990): 
3070 panel with 12 gage faces & 18 gage stiffeners: passes 14,000 pound static load 
with 0.49” deflection. 
3070 panel with 12 gage faces & 18 gage stiffeners: passes 7,500 pound racking load 
with 2.4” deflection. 
3070 panel with 14 gage faces with 18 gage stiffeners: failed 10,000 pound static load 
with 1.0” deflection. 
Racking load test was not done on this configuration. 

http://www.megametusa.com/
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IMPACT TESTING: 
3070 door with (3) Folger Adam FM 4 1/2 ICS hinges and Folger Adam 86 series door 
mount detention lock with 12 gage faces & 18 gage stiffeners: Passed 850 pendulum 
ram impacts @ 200 ft-lbs from push side locations per HMMA 863-90. 
28” X 33” frame opening with glazing system and 3/8” plate glazing per HMMA 863-90: 
Passed 400 pendulum ram impacts @200 ft-lbs from formed stop side per HMMA 863- 
90. 

 
STRUCTURAL TESTING (TEXAS DEPT of CRIMINAL JUSTICE-1990): 
3-8 X 7-10 door prepared for Southern Steel HM1060 lock and 4 prison hinges with 12 
gage faces & 18 gage stiffeners: 10,000 pound static load with 0.49” deflection and 
racking load with 2.8” deflection 

http://www.megametusa.com/
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MegaDoor Stainless Steel 
For Maximum Security & Life-Cycle Performance. Your Choice of Door Skin Gauges & A Variety of 

Steel Types. 
 
 
 

Doors come 
with welded 
seamless 
edges 
Standard 

 

 
 
 

Flush top is 
standard / 
Inverted top 
on request 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Your Choice of door skin gauges and your choice of steel types: 18ga, 16ga, 14ga, 12ga, 
10ga or stainless steel 
#304 or #316. 

 
1-3/8", 1-3/4" or Custom Thickness UL Fire Rated Labels 
Min. Sound Transmission (STC) ~ 31 
Max. Thermal "R" Value ~ 2.0 
Max. "U" Factor ~ 0.41 

 
Square or Beveled Edges Choices: 
Welded Smooth Seamless Vertical Edges Standard, Stitch or Continuously Welded 

Solid Core, Single Rib, or Multiple Ribbed, Core Constructions. 

http://www.megametusa.com/


3228 6th Avenue North 

P.O. Box 635, Birmingham, Al 35201 

205-322-7700 Fax: 205-322-4600 www.megametUSA.com 

 

 

MegaStorm Hurricane & Tornado Door 
Door Assemblies Designed to Resist Exterior Hurricane or Tornado Windstorm Positive & Negative 

Pressures, as well as Large Missile Impacts. 
 
 
 
 

Doors come 
with welded 
seamless 
edges 
Standard 

 
 

Flush top is 
standard / 
Inverted top 
on request 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

1. Door Assemblies are designed to resist exterior blast pressures, minimum, SDI 
A250.8, physical performance Level A, Model 2, with welded edges. 

 
2. Door Assemblies have successfully passed 1.0 “PSI” of Static Pressure Loading in 
accordance with ASTM E-330. This pressure was surpassed in both seating and 
unseating configurations, these seating pressures, have also passed the “Out-swing” 
requirements of, UFC 4-010-01. Large Missile Impact level “D” was met as well. 

 
3. We are certified under positive pressure testing UL 10 C and ISO 3008, as well 
as, IBC 2014, NFPA 80, HMMA 861 and we meet or exceed SDI 100 manufacturing 
requirements such as Cycle and Twist protocols. 

 
4. The following table shows the constructions specifications and the criteria 
disciplines’  for our Hollow Metal Doors and Frames tested for Hurricane Wind Loads 
which carry the “Approved Status” on the Florida Building Commissions” web site, 
http://www.floridabuilding.org. Door Assemblies described are posted in, FL-16493-R1 
and FL16494-R1 for 2017 and also FL-9067.1 for 2014. 

 
Accepted Engineering Practice 2007, ASTM E1300- 2002, ASTM E1886- 2002, ASTM 
E1996- 2002, ASTM E330- 2002, TAS 201, 202, & 203-1994, ASTM A250 2002 
Verified By: Wendell W. Haney, P.E. 54158 

http://www.megametusa.com/
http://www.floridabuilding.org/
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MegaX-Ray Lead-Lined Door 
Doors are Built Lead Lined with Your Choice of Core Types. 

 
 
 
 

Doors come 
with welded 
seamless 
edges 
Standard 

 

 
 
 

Flush top is 
standard / 
Inverted top 
on request 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1/16” or 1/8” Lead Lined or thicker with your choice of core types 
 
Your choice of door skin gauges and your choice of steel types: 18ga, 16ga, 14ga, 12ga 
or 10ga with CRS, A60, G90, or Stainless Steel # 304 or # 316 

 
1-3/8”, 1-3/4” or Custom Thickness, UL Fire Rated Labels Min. Sound Transmission 
Min. STC ~ 43 --- 
Min. Thermal “R” Factor ~ --- 
Min. “U” Factor ~ --- 

 
Square or Beveled Edge choices: 
Welded Smooth Seamless Vertical Edges Standard, Stitch or Continuously Welded 

Single Rib, or Multiple Ribbed, Core Constructions 

http://www.megametusa.com/
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MegaRad Radius Series 
Custom Designed for Virtually all Occupancy Categories 

 
 
 
 

MegaMet has the expertise and equipment to create the distinctive, eye-catching hollow 
metal frames that your project deserves. The pictures below show examples showing the 
Doorways of Distinction that have already been made by MegaMet. Our Metal Magicians 
can "conjure up" the radiused, segmented, arched, angled or even elliptical hollow metal 
frames for virtually all occupancy categories. 
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MegaBoss Doors 
High Quality Embossed Panel Doors 
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Metal Magicians at Work - Creating Doorways of Distinction for the Pathways of Tomorrow… 

Manufacturing:
 Acoustical, Ballistic, Blast, Commercial, Detention, FEMA, Oversized, Radius, Stainless, Veneered, 

Windstorm, and X-ray **Steel Doors and Frames**
MegaMet Industries, Inc., 3228 6th Avenue North, Birmingham, AL 

PO Box 635, Birmingham, AL 35201 - 205-322-7700 – Fax 205-322-4600 – www.megametUSA.com
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Reading these instructions automatically binds the reader to our terms-of-agreement and 
completely absolves MegaMet Industries, Inc. from any liabilities whatsoever. The reader of this 
document is completely and solely responsible for proper installation techniques and for any and 
all safety precautions necessary to avoid personal injury and to avoid any damage to any 
property.

Glass Installation Guidelines
These guidelines are to be used in addition to, and in conjunction with, the guidelines in the latest edition of 
the Glazing Manual published by the Glass Association of North America and MegaMet’s Glazing 
Instructions. 

Failure to follow these guidelines may result in voiding our warranty.

Setting Blocks
All laminated glass should be installed on setting blocks positioned on the lower edge at the quarter points. 
The setting block should have a Shore A durometer of 85±5, that supports the entire thickness of the glass 
and be 0.1" long, per square foot of glazing, but not less than 4" in length. Ensure that the setting blocks are 
manufactured from Santoprene, Silicone, EPDM or any other material compatible with silicone and the rest 
of the glazing components. Pay particular attention to compatibility when the laminated glass contains a 
polycarbonate.

Setting Blocks purchasing sources 

www.crlaurence.com 
Customer Service line 
(800) 421-6144

www.glazingrubberproducts.com
Customer Service Line 
(800) 851-1086

www.reedrubberproducts.com
Customer Service Line
(314) 450-4789

www.westernglasssuply.com
Customer Service Line 
(800) 833-9996

Clearances
Adequate clearances must be maintained to prevent glass damage or breakage as a result of glass-to-
metal contact. A minimum of a 1/8" face clearance should be maintained using a cushioning material. Edge 
clearance should be a minimum of 1/4"; however, due to the expansion of polycarbonate, any laminate 
containing this material should have a 1/16" edge clearance per foot of glass length. To reduce in-service 
breakage, avoid excessive clamping pressures, especially on thin annealed glass. (See table below on 
page 2 for all critical clearances)

http://www.megmetusa.com/
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